
BELL SYSTEM PRACTICES 

AT&TCo Standard 

SECTION 502-521-405 

Issue 4, January 1976 

SERVICE 

501C/D AND 501CM/DM TELEPHONE SETS 

I. GENERAL 

1.01 Reissued to revise Tables A and B. 
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Fig. 1-501C/D Telephone Set, Connections 
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SECTION 502-521-405 

NOTES: 

GI5A 

HNDST 

I. FOR MANUAL SERVICE, MOVE (W ) LEAD FROM 
F TO RR TERMINAL. 

2. REFER TO THE SECTION ON INDUCTIVE NOISE FOR 

I NFORMA Tl ON ON INDUCTIVE INTERFERENCE. 

3. SET IS FACTORY WIRED FOR NEGATIVE RING PARTY. 

SEE TABLE B FOR ALL CLASSES OF SERVICE. 

4. LINE SWITCH OFF-HOOK SEQUENCE: 

(I ) be MAKES (3) ab BREAKS 

(2) de MAKES (4 ) fg BREAKS 

H4DU 

HNDST 

CORD 

616D 

JACK 

ASSY 

(W ) 

LEGEND: 

* INSULATED AND STORED 

DP Dl AL PULSE 

ON OFF -NORMAL 

Fig. 2--*501CM/OM Telephone Set, Connections. 
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ISS 4, SECTION 502-521-405 

WIRE 
OR 

LEAD 
Ring 

Line Wire Tip 

at GRD 
Conn Block 

Spare 

Mtg Cord 
at Conn Block 

Mtg Cord 
in Set 

Ringer Leads 

426A Tube 
(3-Element) 

.TABLEA. 

501C/D TELEPHONE SET -LINE, RINGER, 

AND TUBE CONNECTIONS 

(-)RING (-)TIP 
COLOR PARTY PARTY 

(1-5) (2-6) 
(R) R R 

(G) G G 

(Y) y y 

(BK) B B 

(R) R G 

(G) G R 

(Y) y y 

(R) L2 L2 

(G) Ll Ll 

(Y) G G 

(R) G G 

(BK) G G 

(S) A A 

(S-R) K K 

(R) G G 

(BK) K K 

(Y) L2 L2 

(+)RING (+)TIP 
PARTY PARTY 

(3-7) (4-8) 

R R 

G G 

y y 

B B 

R G 

G R 

y y 

L2 L2 

Ll Ll 

G G 

L2 L2 
L2 L2 
A A 

K K 

L2 L2 

K K 

G G 

Note: To silence ringer permanently, connect (Y) mounting cord lead to same 
terminal as (R) mounting cord lead at the connecting block. 
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SECTION 502-521-405 

WIRE 
OR 

LEAD 

Ring 

Line Wire Tip 
at 

GRD 
Conn Block 

Spare 

623DJack 
Conductors 

in Set 

Ringer Leads 

426A Tube 
(3-Element) 

* Insulate and store. 

• TABLE B. 

501CM/DM TELEPHONE SET-LINE, RINGER 

AND TUBE CONNECT IONS 

(-)RING (-)TIP 
COLOR PARTY PARTY 

(1-5) (2-6) 

(R) R R 

(G) G G 
(Y) y y 

(BK) B B 

(R) 12 11 

(G) L1 L2 

(Y) G G 
(BK) * * 

(R) G G 
(BK) G G 
(S) A A 

(S-R) K K 

(R) G G 
(B) K K 

(Y) L2 L2 

(+)RING (+)TIP 
PARTY PARTY 

(3-7) (4-8) 
R R 

G G 
y y 

B B 

L2 L1 

11 L2 

G G 
* * 

L2 L2 

L2 L2 
A A 

K K 

L2 L2 

K K 

G G 

Note: To silence ringer permanently, insulate and store (Y) lead of the 623D jack. 
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