
BELL SYSTEM PRACTICES 

Plant Series 

1. GENERAL 

SERVICE 
501U TELEPHONE SETS 

SECTION 502-580-410 

Issue 2, February 1971 

AT&TCo Standard 

1.01 Reissued to add nontechnical changes to 
Fig. 1 and Table A. 
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.. ILLUMINATION OF LANP. 

2. TO SILENCE RINGER PERMANENTLY, J1:.')J CONNECT (Y) STRAP TO TERMINAL 6 
.. INSTEAD OF TERN I NAL 5 ON 
/�. TERMINAL STRIP. 

,. 3. WIRED FOR NEGATIVE RING STATION. 1.1m*:�.$ ��:L�T��R STATIONS RErrR TO 

» 4. LINE SWITCH SEQUENCE, HANDSET 
REMOVED. 
be - HAKES 
de - MAKES 
ob - BREAKS 
9f - BREAKS 

l jk - MAKES 

5 FOR �GATIVE STATIONS IN OFFICES 
WITHOUT ANI, (R) LEAD FROM 426A TUBE 
MAY BE CONNECTED TO G TERMINAL IF 
RINGER OPERATION IS MARGINAL 

DP- DIAL PULSE CONTACT 
ON- DIAL OFF NORMAL 

Fig. 14501U {MD) Telephone Set, Connections. 
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TABLE A 

LINE, RINGER, AND TUBE CONNECTIONS 

NEGATIVE(-) POSITIVE ( +) 
WIRE OR LEAD PARTIES PARTIES 

RING TIP RING TIP 

Trnsf Leads y y y y 
at Conn Block B B B B 

R R G R G 
Mtg Cord G G R G R 

at y y y y y 
Conn Block BK B B B B 

R L2 L2 L2 L2 

Mtg Cord G Ll Ll Ll Ll 

in Set y 5 5 5 5 
BK El El El El 

R Ll Ll L2 L2 

Ringer Leads BK G G L2 L2 

(See Note 2. s A A A A 

Fig. 1) S-R K K K K ---
R Ll or G Ll or G L2 L2 

Tube Leads BK K K K K 

y L2 L2 G G 
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I NOTES: �@ I • 00 NOT USE 25-fOOT MOUNTING CORD ��J BECAUSE THE ADDED RES I STANCE MAY '] BE TOO HIGH fOR ADEQUATE 

ILLUMINATION Of LAMP. 
2. TO SILENCE RINGER PERMANENTLY, 

CONNECT (T) STRAP TO TERMINAL 6 
I NSTEAD OF TERMINAL 5 ON 
TERMINAL STRIP. 

3. WIRED FOR NEGATIVE RING STATION. 
fOR OTHER STATIONS REfER TO 
TABLE A. 

,. 4. LINE SWITCH SEQUENCE, HANDSET 
REMOVED. 
be - MAKES 
de - MAKES 
ab - BREAKS 
9f - BREAKS 
jk - MAKES 

5. FOR NEGATIVE STATIONS IN O F FICES 
WI THOUT ANI, (R) LEAD FROM 426A T UBE 
MAY BE CONNECTED TO G TERMINAL IF 
RINGER OPERATION IS MARGINAL. 

DP- DIAL PlJLSE CONTACT 

TPA 542547 ON- DIAL OFF NORMAL 

Fig. 1-*501U (MD) Telephone Set, Connection•• 
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TABLE A 

LINE, RINGER, AND TUBE CONNECTIONS 

NEGATIVE (-) POSITIVE !+I 
WIRE OR LEAD PARTIES PARTIES 

RING TIP RING TIP 

Trnsf Leads y y y y 
at Conn Block B B B B 

Mtg Cord 
R R G R G 
G G R G R 

at y y y y y 
Conn Block 

BK B B B B 

R L2 L2 L2 L2 
Mtg Cord G Ll Ll Ll Ll 

in Set y 5 5 5 5 
BK El El El El 

R Ll Ll L2 L2 
Ringer Leads BK G G L2 L2 

(See Note 2. s A A A A 

Fig. 1) S-R K K K K ---
R Ll or G Ll or G L2 L2 

Tube Leads BK K K K K 
y L2 L2 G G 
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