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4A SPEAKERPHONE COMPONENTS 

IDENTIFICATION, INSTALLATION, OPERATION, AND MAINTENANCE 

1. GENERAL 

1.001 This addendum supplements Section 512-700-100 
Issue 5. Place this pink sheet ahead of 

Sheet 1 this section. 

1.002 This addendum is issued to: 

• Add Ivory 680AE transmitter 

• Add Ivory 108AA loudspeaker 

2. CHANGES TO SECTION 

2.001 On page 2 paragraph 2.08 revise as shown 
in this addendum. 

2.08 The transmitter and loudspeaker set will be 
shipped in five promoted colors: Black (-03), 

Ivory (-50), Green (-51), White (-58), and Light 
Beige (-60). The following kits may be ordered 
if a color change is desired. Each kit contains all 
necessary color significant parts to convert both 
the loudspeaker and transmitter. 

kit of Parts 

D-180507 

D-180508 

D-180509 

D-180510 

D-180511 

D-180512 

D-180513 

D-180514 

D-180515 

NOTICE 

Not for use or disclosure outside the 

Bell System except under written agreement 

Printed in U.S.A. 
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Color-Suffix 

Black (-03) 

Ivory (-50) 

Moss Green (-51) 

Red (-53) 

Yellow (-56) 

White (-58) 

Lt. Beige ( -60) 

Lt. Gray ( -61) 

Aqua Blue (-62) 
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