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SELECTING OUTDOOR LOCATIONS 

1. GENERAL 

1.01 This section is reissued to add caution on 
operating temperatures of the TOUCH-TONE® 

telephone sets. 

1.02 Placing wire, cable, and protectors for 
telephone apparatus at patios and swimming 

pools should be on the same basis as for permanent 
buildings. ft A void placing wires over swimming 

pools or diving boards. 
D 

1.03 Conduit or ditch for underground wire or 
cable distribution will be provided by the 

customer. The same separations between telephone 
and power should be observed as is required for 
ordinary buried service. ft Proper grounding procedures are very 

important. See the section entitled 
Protectors and Signaling Grounds in 

Division 460. 

2. INSTALLATION 

2.01 Telephone apparatus shall only be installed 
in a weatherproof box or enclosed area. A 

suitable location or box shall be provided by the 
customer and approved prior to installation. 

Caution: Under no circumstances shall 
telephone apparatus cords be long enough 
to reach a swimming pool. The customer 
should be so advised preceding the instaJJation 
Trench or conduit runs to telephone locations 
can then be planned accordingly. 

2.02 Weatherproof telephone sets are available 
to the customer, not desiring to supply a 

w aterproof box or e nclo su re, u n d e r  special  
arrangement covered by local instructions. 

2.03 Weatherproof jacks and covers shall be used 
at all outdoor locations. See the section 

entitled Jacks and Plugs. 

Customer must be cautioned to bring 
portable telephone apparatus indoors 
at night or during inclement weather. 
Moisture may damage telephone 
apparatus, and may also cause service 
failure on the entire line. 

Caution: On TOUCH-TONE telephone 
sets, temperatures below -20 ·F (-30 • C) 

and above 130 • F (55 • C) may effect 
operation of the dial. 
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